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GOLF BALL WITH CONFIGURABLE
MATERIALS AND METHOD OF POST
PRODUCTION MODIFICATION

BACKGROUND

The present invention relates to a golf ball containing
configurable materials, and in particular to a post production
modification system and method for changing the attributes
of a golf ball containing configurable materials.

Golf balls have undergone significant changes over the
years. For example, rubber cores have gradually replaced
wound cores because of consistent quality and performance
benefits such as reducing of driver spin for longer distance.
Other significant changes have also occurred in the cover
and dimple patterns on the golf ball.

The design and technology of golf balls has advanced to
the point that the United States Golf Association (“USGA™)
has instituted a rule prohibiting the use of any golf ball in a
USGA-sanctioned event that can achieve an initial velocity
of 250 ft/s, when struck by a driver having a velocity of 130
ft/s (referred to hereafter as “the USGA test”.) (The Royal
and Ancient Club St. Andrews (“R&A”) has instituted a
similar rule for R&A-sanctioned events.) Manufacturers
place a great deal of emphasis on producing golf balls that
consistently achieve the highest possible velocity in the
USGA test without exceeding the limit. Even so, golf balls
are available with a range of different attributes, including
physical properties and play characteristics, such as spin
when struck with a golf club, compression, cover hardness,
coeflicient of restitution (COR), and initial velocity. Thus, a
variety of different balls may be available to meet the needs
and desires of a wide range of golfers.

A golfer may use different golf balls having attributes
associated with different play characteristics depending on
the golfer’s preferences. For example, different dimple pat-
terns may affect the aerodynamic properties of the golf ball
during flight, or a difference in the hardness may affect the
rate of backspin. With regard to hardness in particular, a
golfer may choose to use a golf ball having a cover layer
and/or a core that is harder or softer. A golf ball having a hard
cover layer will generally achieve greater distances but less
spin, and so will be better for drives but more difficult to
control on shorter shots. On the other hand, a golf ball
having a softer cover layer will generally experience more
spin and therefore be easier to control, but will lack distance.
Similarly, changes to properties of other layers in the golf
ball can affect play characteristics.

Presently, golf balls are produced in succinct, discrete
stages where a combination of processes and materials are
used to attain the desired attributes of the golf ball that is
being produced. These attributes, including physical prop-
erties and play characteristics such as spin when struck with
a golf club, compression, cover hardness, coefficient of
restitution (COR), and initial velocity, are attained through
construction and materials used in the manufacture of the
golf ball. Once the golf ball is manufactured, the attributes
of the golf ball are set and there is typically no later change
in the physical properties of the material using in the
manufacture of the golf ball, aside from property degrada-
tion caused by weathering, moisture absorption, polymer
degradation, and other environmental and aging factors.

Accordingly, a number of different golf ball materials are
mixed and matched in various combinations and arrange-
ments to create golf balls having different attributes to
provide golfers with a variety of choices to meet their needs.
However, designing multiple golf balls to achieve desired
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attributes suffers from at least several difficulties. Generally,
the construction of known golf balls requires that a wide
range of design variables such as layer arrangement, mate-
rials used in each layer, and layer thickness be changed to
provide the various golf balls having different attributes.
Therefore, there is a need in the art for a system and
method for providing a golf ball with configurable materials
that is capable of being modified to have different attributes,
including physical properties and/or play characteristics.

SUMMARY

In one aspect, the invention provides a method of post
production modification of a golf ball, the method compris-
ing: producing a golf ball comprising at least two configu-
rable materials; exposing the golf ball to energy from an
energy source; and wherein the golf ball undergoes a physi-
cal change in structure when at least one of the two con-
figurable materials is exposed to the energy from the energy
source.

In another aspect, the invention provides a kit of parts, the
kit of parts including: at least one golf ball containing one or
more configurable materials; and instructions for customiz-
ing a golf ball using one or more energy sources.

In another aspect, the invention provides a system for the
post production modification of a stock golf ball, the system
comprising: a first location configured to manufacture at
least one group of stock golf balls containing one or more
configurable materials; a second location configured to
perform post production modification on the at least one
group of stock golf balls; and wherein the second location
comprises at least one energy source, the energy source
being configured to produce energy that interacts with at
least one configurable material disposed in the at least one
group of stock golf balls to cause the golf ball to undergo a
physical change in structure.

Other systems, methods, features and advantages of the
invention will be, or will become, apparent to one of
ordinary skill in the art upon examination of the following
figures and detailed description. It is intended that all such
additional systems, methods, features and advantages be
included within this description and this summary, be within
the scope of the invention, and be protected by the following
claims.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention can be better understood with reference to
the following drawings and description. The components in
the figures are not necessarily to scale, emphasis instead
being placed upon illustrating the principles of the inven-
tion. Moreover, in the figures, like reference numerals
designate corresponding parts throughout the different
views.

FIG. 1 is a cross-sectional view of an exemplary embodi-
ment of a golf ball with configurable materials;

FIG. 2 is a cross-sectional view of an exemplary embodi-
ment of a golf ball with configurable materials;

FIG. 3 is a cross-sectional view of an exemplary embodi-
ment of a golf ball with configurable materials;

FIG. 4 is a cross-sectional view of an exemplary embodi-
ment of a golf ball with configurable materials;

FIG. 5 is a representational view of an exemplary embodi-
ment of a process for modifying a golf ball containing
configurable materials;
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FIG. 6 is a schematic view of an exemplary embodiment
of'a golf ball containing configurable materials being modi-
fied using an energy source;

FIG. 7 is a schematic view of an exemplary embodiment
of'a golf ball containing configurable materials being modi-
fied using multiple energy sources;

FIG. 8 is a representational view of an exemplary embodi-
ment of changed playability characteristics of a modified
golf ball;

FIG. 9 is a representational view of an exemplary embodi-
ment of changed playability characteristics of a modified
golf ball;

FIG. 10 is a schematic view of an exemplary embodiment
of'a relation for changing playability characteristics of a golf
ball containing configurable materials using various wave-
lengths of energy;

FIG. 11 is a schematic view of an exemplary embodiment
of'a relation for changing playability characteristics of a golf
ball containing configurable materials using various types of
energy sources and various exposure times;

FIG. 12 is an isometric view of an exemplary embodiment
of a kit of parts for post production modification of a golf
ball containing configurable materials;

FIG. 13 is a schematic view of an exemplary embodiment
of a process for using a kit of parts including a golf ball
containing configurable materials;

FIG. 14 is a schematic view of an exemplary embodiment
of a post production modification system for golf balls;

FIG. 15 is a representational view of an exemplary
embodiment of a system for obtaining modified golf balls
using a post production modification system; and

FIG. 16 is a representational view of an exemplary
embodiment of a system for distributing various types of
golf balls using a post production modification system.

DETAILED DESCRIPTION

The embodiments described herein relate to one or more
golf balls of various constructions, including constructions
having multiple components and/or layers that are configu-
rable using materials that change physical properties or
attributes upon exposure to specific types of radiation. Using
such configurable materials in the construction of a golf ball
can provide a wide range of attributes for the golf ball by
applying different post production modification processes.
By applying a post production modification process to a
stock golf ball, attributes of the stock golf ball may be
changed to achieve different physical properties and/or play
characteristics. With this arrangement, a large range of
attributes for a golf ball may be provided to a consumer in
accordance with his or her preferences in properties or play
characteristics using a small number of distinct stock keep-
ing units (SKUs).

For purposes of illustration, the golf balls shown in the
Figures may be depicted with smooth covers. It should be
understood, however, that the embodiments shown in the
Figures and described in the various embodiments herein
may include dimples, including dimple types, configura-
tions, and/or arrangements as is known in the art.

Generally, golf balls can be made in various configura-
tions and can be composed of a variety of materials. Golf
balls configurations may include, but are not limited to one
piece, two piece, three piece, and/or four piece and greater
configurations. Each configuration includes a cover. In some
cases, the cover material may include, but is not limited to
urethane, balata, synthetic balata, Surlyn®, elastomer, and
other materials. The inner composition of a golf ball may
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include a core, a mantle, and additional core or mantle
layers, depending on whether the golf ball is a two piece,
three piece, or four piece configuration. The inner compo-
sition of a golf ball may include a variety of materials
including, but not limited to: natural rubber, balata, synthetic
rubber, plastics, thermoplastics, polymers, elastomers, res-
ins, and other materials and combinations of materials.

FIGS. 1 through 4 illustrate various different exemplary
embodiments of a golf ball containing configurable materi-
als. The term “configurable materials” as used throughout
the specification and the claims refers to a group of materials
that experience an irreversible physical change in structure
in response to exposure to energy from an energy source. For
example, thermoset and thermoplastic polymers are one type
of configurable materials that undergo an irreversible physi-
cal change in structure in response to being exposed to an
energy source, such as heat or radiation.

Generally, configurable materials may include materials
that directly undergo an irreversible physical change in
structure in response to a specific energy source, as well as
materials which are a combination of one or more materials
directly affected by an energy source entrained within mate-
rials that are heat labile and undergo polymerization when
exposed to sufficient levels of heating. With this arrange-
ment, configurable materials may include materials that
directly or indirectly experience an irreversible physical
change in structure in response to exposure to an energy
source.

In some embodiments, configurable materials may
include one or more materials, including, but not limited to:
thermoset and thermoplastic polymers; unsaturated oligom-
ers and/or monomers; gamma radiation labile materials,
including unsaturated polymers; free radical materials,
including acrylic oligomers; blocked materials, including
blocked isocyanates that are labile to unblocking by heat;
nitrogen blowing agents that are subject to activation by
various levels of heat; high dipole moment molecules,
including fatty acids such as stearic or oleic acid; and/or
magnetic molecules entrained within heat labile materials
that undergo polymerization upon heating. Configurable
materials may be disposed alone or in combination with
other configurable materials and/or non-configurable mate-
rials.

In some embodiments, various types of energy sources
may be selected based on interaction with specific configu-
rable materials. Different types of energy sources that may
be used include, but are not limited to: heat, ultra violet light
exposure, infrared exposure, gamma irradiation, microwave
radiation, electron (e-beam) radiation, magnetic induction,
as well as any other electromagnetic radiation. In other
embodiments, different energy sources may be a substan-
tially similar type of energy source, but may have different
characteristics, such as wavelength, intensity, and/or time
duration of exposure.

In the various embodiments described herein, configu-
rable materials may be disposed in one or more layers of a
golf ball. In some cases, configurable materials may com-
prise substantially all of one or more layers of a golf ball. In
other cases, configurable materials may comprise a portion
of one or more layers of the golf ball. In still other cases,
configurable materials may be present in some layers and
conventional materials may be present in some layers. In
some embodiments, configurable materials may be disposed
as solid material in one or more layers of a golf ball. In other
embodiments, configurable materials may be disposed as
liquid material in one or more layers of a golf ball. For
example, in an exemplary embodiment, configurable mate-



US 9,457,240 B2

5

rials may be disposed in a liquid core that is polymerized to
various levels to provide varying viscosities to the liquid
core. In addition to the present embodiments described
below, it should be understood that any of the layers
described in the present embodiments may be configured
using conventional materials or configurable materials in
accordance with the principles discussed herein.

Referring now to FIG. 1, in a first exemplary embodiment,
a golf ball 100 may comprise a two piece configuration
including a cover 102 and a core 104. In this embodiment,
one or more of cover 102 and/or core 104 may comprise
configurable materials. In an exemplary embodiment, core
104 may comprise a first configurable material that is
affected by a first energy source. In another embodiment,
cover 102 may comprise a second configurable material that
is affected by a second energy source. In some cases, the first
energy source and the second energy source may be differ-
ent. In other cases, the first energy source and the second
energy source may be the same. In still other cases, the first
energy source and the second energy source may be the
same type of energy source, but may have different charac-
teristics, such as wavelength, intensity, and/or time duration
of exposure.

In different embodiments, any one of cover 102 or core
104 not comprised of configurable materials may instead
comprise various natural and synthetic materials conven-
tionally used for golf ball composition. Further, in some
embodiments, golf ball 100 may include a coating 106.
Coating 106 may be one or more of paint, ink, clear coat, and
other coating material disposed on the surface of golf ball
100. In some embodiments, coating 106 may include a
configurable material such that coating 106 experiences an
irreversible physical change in structure in response to
exposure to an energy source. In some cases, coating 106
may be cured or hardened by selective exposure to an energy
source. In other cases, coating 106 may include paint or ink
that may be set or cured by selective exposure to an energy
source. In other embodiments, coating 106 is optional and
may be omitted.

Referring to FIG. 2, in a second exemplary embodiment,
a golf ball 200 may comprise a three piece configuration
including a cover 202, a mantle layer 204, and a core 206.
In this exemplary embodiment, one or more of cover 202,
mantle layer 204, and/or core 206 may comprise configu-
rable materials. In an exemplary embodiment, mantle layer
204 may comprise a first configurable material that is
affected by a first energy source. In another embodiment,
cover 202 may comprise a second configurable material that
is affected by a second energy source. In another embodi-
ment, core 206 may comprise a third configurable material
that is affected by a third energy source. In some cases, the
first energy source, the second energy source, and/or the
third energy source may be different. In other cases, one or
more of the first energy source, the second energy source,
and/or the third energy source may be the same. In still other
cases, two or more of the first energy source, the second
energy source, and/or the third energy source may be the
same type of energy source, but may have different charac-
teristics, such as wavelength, intensity, and/or time duration
of exposure.

In different embodiments, any of cover 202, mantle layer
204, or core 206 not comprised of configurable materials
may instead comprise various natural and synthetic materi-
als conventionally used for golf ball composition. Golf ball
200 may further include a coating 208. Coating 208 may be
a conventional coating or may be comprised of configurable
materials, including any of the materials described above in

10

15

20

25

30

35

40

45

50

55

60

65

6

regard to coating 106. In other embodiments, coating 208 is
optional and may be omitted.

Referring now to FIG. 3, in a third exemplary embodi-
ment, a golf ball 300 may comprise a four piece configu-
ration including a cover 302, an outer mantle layer 304, an
inner mantle layer 306, and a core 308. In this exemplary
embodiment, one or more of cover 302, outer mantle layer
304, inner mantle layer 306, and/or core 308 may comprise
configurable materials. In one embodiment, cover 302 may
comprise a first configurable material that is affected by a
first energy source. In this embodiment, cover 302 may
comprise an unsaturated oligomer that when exposed to
e-beam radiation from the first energy source will allow the
unsaturated bonds to crosslink with available free radical
material, including the oligomer itself.

In an exemplary embodiment, outer mantle layer 304 may
comprise a second configurable material that is affected by
a second energy source. In this embodiment, outer mantle
layer 304 may comprise a high dipole moment material,
including a fatty acid, such as oleic or stearic acids, that is
configured to heat upon exposure to microwave radiation
from the second energy source. The high dipole moment
material is configured to heat up due to increased molecular
vibration. In addition, outer mantle layer 304 may further
comprise a heat labile material. The heat labile material may
be configured to polymerize in response to the heating of the
high dipole moment material entrained within the heat labile
material when exposed to microwave radiation.

In one embodiment, inner mantle layer 306 may comprise
a third configurable material that is affected by a third energy
source. In this embodiment, inner mantle layer 306 may
comprise a magnetic material that will be affected by a
magnetic induction field. The magnetic material may be
configured to heat up and change the structural properties of
inner mantle layer 306 in response to exposure to the
magnetic induction field.

In another embodiment, core 308 may comprise a fourth
configurable material that is affected by a fourth energy
source. In this embodiment, core 308 may comprise a
gamma radiation labile material that is configured to cross-
link when exposed to gamma radiation.

In some embodiments, each of the first energy source, the
second energy source, the third energy source, and/or the
fourth energy sources may be different. In other embodi-
ments, one or more of the first energy source, the second
energy source, the third energy source, and/or the fourth
energy source may be the same. In still other embodiments,
two or more of the first energy source, the second energy
source, the third energy source, and/or the fourth energy
source may be the same type of energy source, but may have
different characteristics, such as wavelength, intensity, and/
or time duration of exposure.

In different embodiments, any of cover 302, outer mantle
layer 304, inner mantle layer 306, or core 308 not comprised
of configurable materials may instead comprise various
natural and synthetic materials conventionally used for golf
ball composition. Golf ball 300 may further include a
coating 310. Coating 310 may be a conventional coating or
may be comprised of configurable materials, including any
of the materials described above in regard to coating 106. In
other embodiments, coating 310 is optional and may be
omitted.

Referring now to FIG. 4, in a four exemplary embodi-
ment, a golf ball 400 may comprise a five piece configura-
tion including a cover 402, an outer mantle layer 404, an
inner mantle layer 406, an outer core 408, and an inner core
410. In this exemplary embodiment, one or more of cover
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402, outer mantle layer 404, inner mantle layer 406, outer
core 408, and/or inner core 410 may comprise configurable
materials. In one embodiment, golf ball 400 may be sub-
stantially similar to golf ball 300, including substantially
similar configurable materials associated with each of the
corresponding layers and with inner core 410 comprising a
substantially similar configurable material as core 308,
described above. In this embodiment, however, outer core
408 comprises an additional layer within golf ball 400 that
may comprise configurable materials, as compared with golf
ball 300. With this arrangement, golf ball 400 may be
configured to provide additional changes to attributes of the
golf ball using post production modification, as discussed in
more details below.

In an exemplary embodiment, at least one layer of golf
ball 400 may be comprised of a substantially similar con-
figurable material as one of the other layers disposed in golf
ball 400. In this embodiment, outer core 408 may be
comprised of a substantially similar configurable material as
outer mantle layer 404. Accordingly, in this embodiment,
each of outer mantle layer 404 and outer core 408 may be
configured to be affected by the same energy source. For
example, in one embodiment, each of outer mantle layer 404
and outer core 408 may comprise a high dipole moment
material, as described above in regard to outer mantle layer
304, that is configured to heat upon exposure to microwave
radiation from the same energy source. The high dipole
moment material is configured to heat up due to increased
molecular vibration. In addition, each of outer mantle layer
404 and outer core 408 may further comprise a heat labile
material that is configured to polymerize in response to the
heating of the high dipole moment material entrained within
the heat labile material when exposed to microwave radia-
tion.

In some cases, both of outer mantle layer 404 and outer
core 408 may be affected by exposure to the same energy
source to the same extent. In other words, both outer mantle
layer 404 and outer core 408 may be configured to undergo
the same change in structure in response to the same amount
and/or duration of exposure to the energy source. In other
cases, due to the relative positions of outer mantle layer 404
and outer core 408 within golf ball 400, each of outer mantle
layer 404 and outer core 408 may be configured to undergo
different amounts of change in response to the same amount
and/or duration of exposure to the energy source. Accord-
ingly, due to a relative location closer to the exterior surface
of golf ball 400, outer mantle layer 404 may be configured
to undergo a greater amount of structural change than outer
core 408 in response to the same exposure to the energy
source. In addition, the amount of structural change affecting
each of outer mantle layer 404 and outer core 408 may be
varied by adjusting the strength of intensity and/or time
duration of exposure to the energy source accordingly.

In different embodiments, any of cover 402, outer mantle
layer 404, inner mantle layer 406, outer core 408, or inner
core 410 not comprised of configurable materials may
instead comprise various natural and synthetic materials
conventionally used for golf ball composition. Golf ball 400
may further include a coating 412. Coating 412 may be a
conventional coating or may be comprised of configurable
materials, including any of the materials described above in
regard to coating 106. In other embodiments, coating 412 is
optional and may be omitted.

In addition to the embodiments illustrated in FIGS. 1
through 4 and described above, it should be understood that
a golf ball having any number of layers, including configu-
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8

rable materials or conventional materials, or a combination
thereof, may be made using the principles described above.

Referring now to FIG. 5, an exemplary embodiment of a
process 500 for modifying a golf ball containing configu-
rable materials is illustrated. In some embodiments, golf
balls may be manufactured using configurable materials so
that the golf balls are associated with a first set of attributes,
including specific physical properties or play characteristics.
The golf balls may be modified with one or more energy
sources according to a method of a post production modi-
fication that changes the physical structure of the configu-
rable materials within the golf balls so that the modified golf
balls are associated with a second set of attributes, including
different specific physical properties or play characteristics.
With this arrangement, the golf balls are capable of being
played with the first set of attributes without any post
production modification or, with the second set of attributes,
after post production modification.

In an exemplary embodiment of process 500 for modify-
ing a golf ball containing configurable materials, one or
more golf balls are manufactured at a first step 502. Golf
balls manufactured during step 502 include golf balls con-
taining configurable materials, including any of golf ball
100, golf ball 200, golf ball 300, and/or golf ball 400,
described above, as well as any other type of golf ball
containing configurable materials or a combination of con-
figurable materials and conventional materials. In one
embodiment, the golf balls manufactured at step 502 may be
associated with a first set of attributes. As described above,
first set of attributes may include any combination of physi-
cal properties and/or play characteristics. After manufacture
of the golf balls at step 502, the golf balls with the first set
of attributes are capable of being used to play golf by
consumers. In some cases, the first set of attributes associ-
ated with the golf balls manufactured at step 502 may be the
desired attributes of a particular consumer.

In other cases, however, a consumer may desire a golfball
that exhibits a different set of attributes than the first set of
attributes. Accordingly, in an exemplary embodiment, one or
more of the golf balls manufactured at step 502 may be
selectively exposed to one or more energy sources at step
504 to modify the attributes of the golf balls. In one
embodiment, one or more energy sources may be selected at
step 504 based on the specific configurable materials
included in the golf balls manufactured at step 502 and/or
based on the necessary physical structure changes to attain
the desired set of modified attributes.

Upon exposure to the energy source or energy sources at
step 504, the golf balls manufactured at step 502 will have
undergone a physical change in structure. As a result, the
modified golf balls at step 506 have been changed so as to
exhibit a second set of attributes, including a combination of
physical properties and/or play characteristics that are dif-
ferent from the first set of attributes, described above. In
addition, by varying the selective exposure to energy sources
at step 504, modified golf balls at step 506 may be modified
in different ways to attain multiple different set of attributes.
With this arrangement, a consumer may obtain a golf ball
that exhibits a desired set of attributes by applying a post
production modification process to a manufactured golf ball.

FIGS. 6 and 7 illustrate schematic views of exemplary
embodiments of a golf ball containing configurable materi-
als being modified using a single energy source and multiple
energy sources as part of post production modification
processes. It should be understood that FIGS. 6 and 7 are
merely exemplary and any number of energy sources may be
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used in combination with any golf ball containing configu-
rable materials described herein.

Referring now to FIG. 6, golf ball 300 is illustrated
undergoing a post production modification process 600
using an energy source to affect a physical structural change
in at least one layer. In this embodiment, golf ball 300 may
include one or more layers comprising configurable mate-
rials, including cover 302, outer mantle layer 304, inner
mantle layer 306, or core 308, as described above. As shown
in FIG. 6, the physical structure of one or more portions of
golf ball 300 may be modified using post production modi-
fication process 600 by exposing golf ball 300 to an energy
source 602. In some embodiments, energy source 602 may
be any source of energy 604 that is configured to interact
with one or more configurable materials in golf ball 300. In
an exemplary embodiment, energy source 602 may be
further configured so that energy 604 interacts with a selec-
tive one of the configurable materials, while having no effect
on other configurable materials.

In this embodiment, energy source 602 may be selected so
that energy 604 interacts with configurable materials dis-
posed within inner mantle layer 306. In some embodiments,
the remaining layers, including cover 302, outer mantle
layer 304, and/or core 308 may be configured to be inert to
energy 604. In some cases, cover 302, outer mantle layer
304, and/or core 308 may be comprised of configurable
materials that do not react with energy 604. In other cases,
cover 302, outer mantle layer 304, and/or core 308 may be
comprised of conventional materials.

In an exemplary embodiment, inner mantle layer 306 may
be comprised of an unsaturated oligomer material and
energy source 602 may be an electron gun configured to
produce e-beam radiation as energy 604. In this case, when
golf ball 300 is exposed to energy source 602, energy 604
interacts with the configurable materials in inner mantle
layer 306. In one embodiment, the e-beam radiation asso-
ciated with energy 604 will allow the unsaturated bonds in
the oligomer material contained in inner mantle layer 306 to
crosslink with available free radical material, including the
oligomer itself. Meanwhile, the respective materials associ-
ated with one or more of cover 302, outer mantle layer 304,
and/or core 308 remain substantially unchanged.

In some embodiments, the exposure of golf ball 300 to
energy source 602 may physically change the structure of
one or more layers of golf ball 300 such that it has attained
a new set of attributes as a modified golf ball 606. In this
embodiment, energy 604 from energy source 602 has
affected a change in the physical structure of configurable
materials in modified inner mantle layer 612. Modified inner
mantle layer 612 comprises configurable material that has
been changed by energy 604 such that unsaturated bonds
crosslinked with free radicals, shown representationally as
modified configurable material 616 within modified inner
mantle layer 612.

In this embodiment, energy source 602 has been selected
s0 as to not substantially react with any of the materials
comprising the remaining layers, including cover 302, outer
mantle layer 304, and/or core 308. As a result, modified golf
ball 606 includes cover 608, outer mantle layer 610, and core
614 that remain substantially similar in physical structure to
cover 302, outer mantle layer 304, and core 308 of golf ball
300 prior to exposure to energy 604 from energy source 602.

Referring now to FIG. 7, golf ball 300 is illustrated
undergoing a post production modification process 700
using multiple energy sources to affect a physical structural
change in two or more layers. In this embodiment, golf ball
300 may include two or more layers comprising configu-
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rable materials, including cover 302, outer mantle layer 304,
inner mantle layer 306, or core 308, as described above. As
shown in FIG. 7, the physical structure of one or more
portions of golf ball 300 may be modified using post
production modification process 700 by exposing golf ball
300 to a first energy source 702 and a second energy source
706. In some embodiments, post production modification
process 700 may include simultaneous exposure of golf ball
300 to first energy source 702 and second energy source 706.
In other embodiments, post production modification process
700 may include exposure of golf ball 300 to first energy
source 702 and second energy source 706 in a predetermined
sequence, including various predetermined exposure times
and amounts.

In some embodiments, first energy source 702 may be any
source of first energy 704 that is configured to interact with
one or more configurable materials in golf ball 300. In an
exemplary embodiment, first energy source 702 may be
further configured so that first energy 704 interacts with a
selective one of the configurable materials, while having no
effect on the other configurable materials. Similarly, second
energy source 706 may be any source of second energy 708
that is configured to interact with one or more configurable
materials in golf ball 300. In some cases, second energy
source 706 may be configured to produce second energy 708
that interacts with a different configurable material con-
tained in golf ball 300 than first energy 704. In addition,
second energy source 706 may be further configured so that
second energy 708 interacts with a selective one of the
configurable materials, while having no effect on the other
configurable materials.

In some embodiments, first energy source 702 and second
energy source 706 may be configured to produce different
types of energy. In one embodiment, first energy source 702
may be configured to produce microwave radiation as first
energy 704 and second energy source 706 may be configured
to produce gamma radiation as second energy 708. In other
embodiments, first energy source 702 and second energy
source 706 may be configured to produce different wave-
lengths of the same type of radiation. In one embodiment,
first energy source 702 may be configured to produce
electromagnetic radiation associated with a first wavelength
as first energy 704 and second energy source 706 may be
configured to produce electromagnetic radiation associated
with a second wavelength as second energy 708. In addition,
in other embodiments, the strength or intensity, as well as
duration of exposure to each energy, may be varied.

In this embodiment, first energy source 702 may be
selected so that first energy 704 interacts with configurable
materials disposed within outer mantle layer 304. In some
embodiments, the remaining layers, including cover 302,
inner mantle layer 306, and/or core 308 may be configured
to be inert to first energy 704. Similarly, in this embodiment,
second energy source 706 may be selected so that second
energy 708 interacts with configurable materials disposed
within inner mantle layer 306. In some embodiments, the
remaining layers, including cover 302, outer mantle layer
304, and/or core 308 may be configured to be inert to second
energy 708. In some cases, cover 302 and/or core 308 may
be comprised of configurable materials that do not react with
either of first energy 704 or second energy 708. In other
cases, cover 302 and/or core 308 may be comprised of
conventional materials.

In an exemplary embodiment, outer mantle layer 304 may
be comprised of a high dipole moment material and first
energy source 702 may be a microwave radiation source
configured to produce microwave radiation as first energy
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704. In this case, the high dipole moment material disposed
within outer mantle layer 304 is configured to heat up due to
increased molecular vibration caused by microwave radia-
tion associated with first energy 704 from first energy source
702. In addition, outer mantle layer 304 furthers comprise a
heat labile material that is configured to polymerize in
response to the heating of the high dipole moment material
entrained within the heat labile material when exposed to the
microwave radiation associated with first energy 704. With
this arrangement, outer mantle layer 304 undergoes a physi-
cal change in structure upon exposure to first energy 704
from first energy source. Meanwhile, the respective mate-
rials associated with one or more of cover 302, inner mantle
layer 306, and/or core 308 remain substantially unchanged.

In an exemplary embodiment, inner mantle layer 306 may
be comprised of an unsaturated oligomer material and
second energy source 706 may be an electron gun configured
to produce e-beam radiation as second energy 708, as
described above. In this case, when golf ball 300 is exposed
to second energy source 706, second energy 708 interacts
with the configurable materials in inner mantle layer 306. As
described above, the e-beam radiation associated with sec-
ond energy 708 will allow the unsaturated bonds in the
oligomer material contained in inner mantle layer 306 to
crosslink with available free radical material, including the
oligomer itself. Meanwhile, the respective materials associ-
ated with one or more of cover 302, outer mantle layer 304,
and/or core 308 remain substantially unchanged.

In some embodiments, the exposure of golf ball 300 to
first energy source 702 and second energy source 706 may
physically change the structure of one or more layers of golf
ball 300 such that it has attained a new set of attributes as a
modified golf ball 710. In this embodiment, first energy 704
from first energy source 702 has affected a change in the
physical structure of configurable materials in modified
outer mantle layer 714. Modified outer mantle layer 714
comprises configurable material that has been changed by
first energy 704 such that the configurable material has
undergone polymerization, shown representationally as
modified configurable material 720 within modified outer
mantle layer 714.

In this embodiment, second energy 708 from second
energy source 706 has affected a change in the physical
structure of configurable materials in modified inner mantle
layer 716. Modified inner mantle layer 716 comprises con-
figurable material that has been changed by second energy
706 such that unsaturated bonds crosslinked with free radi-
cals, shown representationally as modified configurable
material 722 within modified inner mantle layer 716.

In this embodiment, first energy source 702 and second
energy source 706 have been selected so as to not substan-
tially react with any of the materials comprising the remain-
ing layers, including cover 302 and/or core 308. As a result,
modified golf ball 710 includes cover 712 and core 718 that
remain substantially similar in physical structure to cover
302 and core 308 of golf ball 300 prior to exposure to first
energy 704 from first energy source 702 and second energy
708 from second energy source 706.

In some embodiments, a post production modification
process may be used on a golf ball containing configurable
materials to cause a physical change in one or more layers
of the golf ball to change the attributes associated with the
golf ball, including physical properties and play character-
istics. By selectively exposing configurable material con-
tained in a golf ball to one or more specific energy sources,
as discussed above, the physical properties and play char-
acteristics of a golf ball may be changed, including, but not
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limited to: hardness, amount of deformation, ball speed,
backspin, sidespin, total spin, and other parameters associ-
ated with a golf ball. With this arrangement, attributes of a
golf ball, including physical property, club face impact
characteristics and/or flight path characteristics may be
permanently and irreversibly altered after production of the
golf ball.

Referring now to FIGS. 8 and 9, representational views of
exemplary embodiments of changed physical properties
and/or play characteristics of a modified golf ball compared
with a stock golf ball are illustrated. In some embodiments,
a golf ball containing configurable materials may be initially
manufactured as a stock golf ball associated with a first set
of attributes. In an exemplary embodiment, the first set of
attributes associated with the stock golf ball may be changed
by using a post production modification process to modify
the golf ball, as described above.

In one embodiment, at least one of a physical property
and/or a play characteristic of a stock golf ball may be
changed using a post production modification process.
Referring to FIGS. 8 and 9, at least one of a ball speed and/or
a spin rate may be affected by selectively exposing configu-
rable materials in a stock golf ball to one or more energy
sources. Ball speed is the measurement of the velocity of a
golf ball after impact with a club head of a golf club.
Because ball speed is proportional to the force of the impact
of the club head with the golf ball, the ball speed may be
increased by modifying the stock golf ball to have a greater
hardness.

The spin of a golf ball is the rotation of a golf ball while
in flight. Spin includes rotation against the direction of
flight, i.e., backspin, and rotation sideways to the direction
of spin, i.e., side spin. Total spin is the vector addition of
backspin and side spin. The spin rate of a golf ball is the
speed that the golf ball rotates on its axis while in flight.
Typically, the spin rate is measured in revolutions per minute
(rpm). The spin of a golf ball is related to an amount of
deformation of the golf ball. The amount of deformation of
the golf ball may vary based on the hardness of the golf ball,
whereby a harder golf ball generally will deform less than a
softer golf ball. A harder golf ball may generally achieve
greater distances but have less spin. On the other hand, a
softer golf ball may generally experience more spin, but will
lack distance. Based on the selective exposure of configu-
rable materials contained in a golf ball to specific energy
sources, the hardness may be changed, thus affecting the
deformation amount and changing the spin rate of the golf
ball.

FIG. 8 illustrates a comparison 800 of the flight paths of
a stock golf ball 802 containing configurable materials
associated with a first set of attributes and a modified golf
ball 804 containing configurable materials associated with a
second set of attributes that has been modified using a post
production modification process according to the methods
described herein. As shown in FIG. 8, stock golf ball 802
may have a first flight path terminating at an end point
associated with a first distance [.1 and also may be associ-
ated with a loft corresponding to a first height H1. In
contrast, modified golf ball 804 including configurable
materials that have been modified by selective exposure to
one or more specific energy sources to change the play
characteristics may have an exemplary flight path terminat-
ing at an end point associated with a second distance [.2.
Modified golf ball 804 also may be associated with a loft
corresponding to a second height H2.

In some embodiments, by using the systems and methods
described herein to change the physical structure of the
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configurable material in stock golf ball 802, parameters
associated with a flight path of golf ball may be changed or
altered. In an exemplary embodiment, by selective applica-
tion of an energy source to the configurable material
included in modified golf ball 804 as described herein,
second distance 1.2 may be greater than first distance L1
associated with stock golf ball 802. Similarly, second height
H2 associated with the loft of modified golf ball 804 may be
greater than first height H1 associated with the loft of stock
golf ball 802.

In other embodiments, by using a post production modi-
fication process according to the methods described herein,
attributes associated with other characteristics of a flight
path of golf ball may be changed or altered. FIG. 9 illustrates
a comparison 900 of the flight paths of a stock golf ball 902
containing configurable materials associated with a first set
of attributes and a modified golf ball 904 containing con-
figurable materials associated with a second set of attributes
that has been modified using a post production modification
process according to the methods described herein to
increase the amount of spin imparted to modified golf ball
904.

As shown in FIG. 9, stock golf ball 902 may have a first
amount of spin 906. In this embodiment, first amount of spin
906 may be associated with stock golf ball 902 rolling
backwards a first distance D1 towards an end point. In
contrast, modified golf ball 904 including configurable
materials that have been modified by selective exposure to
one or more specific energy sources to change the play
characteristics may have a second amount of spin 908. In
this embodiment, second amount of spin 908 may be asso-
ciated with modified golf ball 904 rolling backwards a
second distance D2 towards an end point.

In some embodiments, by using the systems and methods
described herein to change the physical structure of the
configurable material in stock golf ball 902, parameters
associated with a flight path of golf ball may be changed or
altered. In an exemplary embodiment, by selective applica-
tion of an energy source to the configurable material
included in modified golf ball 904 as described herein,
second distance D2 may be greater than first distance D1
associated with stock golf ball 902.

In addition, other attributes may be changed from a stock
golf ball to a modified golf ball by using a post production
modification process to change the physical structure of one
or more configurable materials in the stock golf ball to
change the physical properties and/or the play characteristics
of the modified golf ball to suit the desired performance of
a consumet.

FIGS. 10 and 11 illustrate exemplary representative cor-
relations between attributes associated with a golf ball and
selective exposure of configurable materials to one or more
energy sources according to the present post production
modification process. Using such a post production modi-
fication process, the attributes of a stock golf ball containing
configurable materials may be changed to correspond to
desired physical properties and/or play characteristics asso-
ciated with the modified golf ball.

Referring now to FIG. 10, a representative correlation
1000 between wavelength associated with an energy source
and one or more attributes of a golf ball is illustrated. In
some embodiments, a wavelength 1002 may be a range of
wavelengths associated with a single energy source. In other
embodiments, wavelength 1002 may be different wave-
lengths associated with different energy sources. For
example, in one embodiment, wavelength 1002 may be
associated with a range of wavelengths associated with a
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source of electromagnetic radiation. In another embodiment,
wavelength 1002 may be one or more different types of
electromagnetic radiation, including radio, microwave, IR,
UV, and other electromagnetic radiation.

In some embodiments, multiple attributes associated with
a golf ball containing configurable materials may be
changed by selective exposure to energy sources using the
post production modification process described herein. FIG.
10 illustrates exemplary attributes associated with a golf
ball, including coefficient of restitution (COR) 1004, spin
1006, and hardness 1008. In an exemplary embodiment,
selected energy from an energy source may be configured to
target configurable materials disposed within discrete layers
or portions of a stock golf ball. However, the relationship
between changing the physical structure of a particular layer
may not be perfectly correlated to a specific desired change
in a physical property or play characteristic associated with
the golf ball. As a result, a change to one or more configu-
rable materials within the golf ball may have varying
changes to multiple properties and/or play characteristics
associated with the modified golf ball.

In some cases, a particular wavelength of energy may be
associated with a large change in one of a physical property
and/or play characteristic, while simultaneously being asso-
ciated with either a small change or no change in another
physical property and/or play characteristics. In this embodi-
ment, exposure of a stock golf ball containing configurable
materials to a first wavelength 1010 may affect a large
change in COR 1004 and a relatively smaller change in spin
1006. In addition, first wavelength 1010 may be configured
to have no effect on hardness 1008 of the stock golf ball. In
this embodiment, selective exposure of the stock golf ball
containing configurable materials to a second wavelength
1020 may have a different effect on the attributes of the golf
ball. In this embodiment, second wavelength 1020 may
affect a large change in spin 1006 and a relatively smaller
change in COR 1004 and/or hardness 1008.

Similarly, selective exposure of the stock golf ball to a
third wavelength 1030 may have different effects on the
attributes of the stock golf ball as either first wavelength
1010 and/or second wavelength 1020. In this embodiment,
third wavelength 1030 may be configured to have no effect
on the COR 1004 of the stock golf ball, while causing a
relatively large change in hardness 1008. In addition, third
wavelength 1030 may also have a relatively smaller effect on
spin 1006 of the stock golf ball.

In other embodiments, different wavelengths of one or
more energy sources may be used to change additional
attributes associated with a stock golf ball containing con-
figurable materials other than those shown in FIG. 10. In
some cases, the correlation 1000 may be generated by
obtaining test data using a ball hitting machine to measure
the relationship between energy exposure and the effect on
each of the attributes associated with the golf ball. In other
cases, the effect of the particular wavelength of energy on a
particular attribute may be derived mathematically using
algorithms or formulas or using software to model the
relationships.

In another embodiment, one or more specific types of
energy sources may be associated with a change in a specific
attribute. FIG. 11 illustrates a representative correlation 1100
between a specific energy source and one or more attributes
of a golf ball. In an exemplary embodiment, changes in
attributes associated with a golf ball, including coefficient of
restitution (COR) 1104, spin 1106, and hardness 1108, may
be linked to exposure to energy from a specific energy
source. In this embodiment, a change in COR 1104 may
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correlated to exposure to energy from a first energy source.
Similarly, a change in spin 1106 may be correlated to
exposure to energy from a second energy source and/or a
change in hardness may be correlated to exposure to energy
from a third energy source.

In some embodiments, the amount or degree of change to
the specific attribute may be related to an exposure time
1102 associated with the energy from a specific energy
source. In an exemplary embodiment, varying the length of
exposure time 1102 that the stock golf ball is exposed to the
energy from a specific energy source may vary the amount
of the effect on the configurable material associated with a
specific energy source. As shown in FIG. 11, correlation
1100 may include various time durations of exposure time
1102 associated with the energy from the specific energy in
order to affect a related amount or degree of change in the
associated attribute. In some cases, varying exposure time
1102 may have a multiplicative effect on the attribute. In this
embodiment, COR 1104 may be changed a predetermined
amount by exposing the stock golf ball to energy from a first
energy source for a first exposure time 1110. By increasing
the exposure time from first exposure time 1110 to a second
exposure time 1120, the effect on the change in COR 1104
may be doubled. Similarly, by exposing the stock golf ball
to the energy from the first energy source for a third
exposure time 1130, the change in COR 1104 may be tripled
over the change affected by first exposure time 1110.

In other embodiments, the relationship between exposure
time 1102 and change in the related attribute may be
different. In another embodiment, increased exposure time
may have a slight additive effect, rather than a multiplicative
effect. For example, in this embodiment, spin 1106 may be
changed a predetermined amount by exposing the stock golf
ball to energy from a second energy source for a first
exposure time 1110. By increasing the exposure time from
first exposure time 1110 to a second exposure time 1120, the
effect on the change in spin 1106 may be increased by a
predetermined amount. Similarly, by exposing the stock golf
ball to the energy from the second energy source for a third
exposure time 1130, the change in spin 1106 may be
increased by a larger predetermined amount over the change
affected by first exposure time 1110 and/or second exposure
time 1120.

In still other embodiments, increased exposure time may
have a specific predetermined change in the related attribute,
rather than an additive or multiplicative effect. For example,
in this embodiment, hardness 1108 may be changed to a first
predetermined constant value A by exposing the stock golf
ball to energy from a third energy source for a first exposure
time 1110. By increasing the exposure time from first
exposure time 1110 to a second exposure time 1120, the
effect on the change in hardness 1108 may be changed to a
second predetermined constant value B. In some cases,
second predetermined constant value B may be larger than
first predetermined constant value A. In other cases, how-
ever, second predetermined constant value B may be smaller
than first predetermined constant value A. Similarly, by
exposing the stock golf ball to the energy from the third
energy source for a third exposure time 1130, the change in
hardness may be changed to a third predetermined constant
value C. In some cases, third predetermined constant value
C may be larger than either or both of second predetermined
constant value B and/or first predetermined constant value
A. In other cases, however, third predetermined constant
value C may be smaller than either second predetermined
constant value B and/or first predetermined constant value
A. For example, in one embodiment increasing exposure
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time 1102 beyond first exposure time 1110 and/or second
exposure time 1120, may cause hardness 1108 to decrease,
rather than increase.

It should be understood that the correlations described in
reference to FIG. 11 are merely exemplary and other math-
ematical relationships may be used or derived to associate
exposure time 1102 to energy from a specific energy source
to the amount or degree of change in a desired attribute. In
some cases, the correlation 1100 may be generated by
obtaining test data using a ball hitting machine to measure
the relationship between duration of energy exposure and
the effect on each of the attributes associated with the golf
ball. In other cases, the effect of the duration of a particular
energy on a particular attribute may be derived mathemati-
cally using algorithms or formulas or using software to
model the relationships.

FIGS. 12 through 16 illustrate various systems for pro-
viding customized golf balls to consumers using the post
production modification processes described herein. Gener-
ally, once stock golf balls containing configurable materials
are initially produced, the stock golf balls may be later
modified using the post production modification process to
change the attributes associated with the stock golf balls to
a desired set of attributes associated with the modified golf
balls. The post production modification process may be
configured to be performed by consumers directly, or
through one or more intermediaries that produce the modi-
fied golf balls according to the desired attributes of a specific
consumer or according to a range of potential desired
attributes by consumers in general.

Referring now to FIG. 12, a kit of parts 1200 for a post
production modification of a golf ball containing configu-
rable materials is illustrated. In some embodiments, kit of
parts 1200 may be configured to allow a consumer to modify
a set of stock golf balls associated with a first set of attributes
using one or more energy sources. With this arrangement,
the consumer may modify the set of stock golf balls to
exhibit a second set of attributes associated with desired
physical properties and/or play characteristics. In an exem-
plary embodiment, kit of parts 1200 may include a container
1202. Container 1202 may be configured to hold one or
more stock golf balls. In this embodiment, container 1202 is
configured to hold a set of three stock golf balls 1204. In
other embodiments, container 1202 may be configured to
hold a larger or smaller number of stock golf balls 1204.

In one embodiment, kit of parts 1200 may be further
configured to include instructions 1206. Instructions 1206
may be configured to provide information to the consumer
to allow the consumer to perform the post production
modification process to change the set of attributes associ-
ated with stock golf balls 1204 to have desired attributes. In
this embodiment, instructions 1206 are associated with
container 1202. In other embodiments, however, instruc-
tions 1206 may have different forms, including, but not
limited to: written, software included on a physical medium
of some type, or a link to a website or application.

Referring now to FIG. 13, a schematic view of an exem-
plary embodiment of a process 1300 for using a kit of parts
including a set of stock golf balls containing configurable
materials. In some embodiments, a consumer may use one or
more energy sources that are typically available to a con-
sumer. Such energy sources may include, but are not limited
to: a conventional oven, a microwave oven, a IR heat lamp
or hair dryer, and/or a UV light source. With this arrange-
ment, a consumer may expose a set of stock golf'balls to one
or more types of energy from such energy sources.
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In some embodiments, a set of stock golf balls may be
manufactured, as described above, with one or more con-
figurable materials that will interact with energy from an
energy source typically available to a consumer. In an
exemplary embodiment, a kit of parts may include instruc-
tions for a process 1300 of exposing a set of stock golf balls
1304 to microwave radiation from a microwave oven 1302.
Set of stock golf balls 1304 may be manufactured with at
least one configurable material that will interact with micro-
wave radiation to affect a physical change in structure to
stock golf balls 1304 such that a first set of attributes
associated with stock golf balls 1304 may be modified.

As shown in FIG. 13, set of stock golf balls 1304 may be
placed in microwave oven 1302 in an initial step. In some
embodiments, process 1300 may include using instructions
1306 that have been provided with the kit of parts. In one
embodiment, instructions 1306 may include information
related to a time duration for exposing set of stock golf balls
1304 to microwave radiation to attain a desired set of
attributes. In this embodiment, instructions 1306 inform a
consumer that stock golf balls 1304 may be modified to
attain the desired attributes by exposure to microwave
radiation for a specific time duration at step 1308. In this
embodiment, the time duration is 1 minute, however, it
should be understood that the time duration may be any
amount of time correlated to a specific change in the
attributes associated with stock golf balls 1304.

At step 1310, stock golf balls 1304 have been exposed to
microwave radiation for the specified time duration entered
at step 1308. During the exposure time, the one or more
configurable materials with set of stock golf balls 1304 that
are configured to interact with microwave radiation have
undergone a physical change in structure. This physical
change in structure will correlate to a desired change in the
attributes of set of stock golf balls 1304, as described in
detail above. Accordingly, process 1300 may result in a set
of modified golf balls 1312 that are associated with a second
set of attributes. In this case, second set of attributes are
different than first set of attributes associated with set of
stock golf balls 1304 and may relate to one or more of a
physical property or play characteristic. Using process 1300,
a consumer may customize a set of stock golf balls 1304
included with a kit of parts to obtain a set of modified golf
balls 1312 that exhibit the attributes that are selected by the
consumer using the instructions 1306.

In another embodiment, set of stock golf balls 1304 may
be manufactured with at least a second configurable material
that will interact with a different type of radiation to affect
a physical change in structure to stock golf balls 1304 such
that a second set of attributes associated with stock golf balls
1304 may be modified. For example, the process described
in FIG. 13 may be repeated with set of stock golf balls 1304
including at least a second configurable material that will
interact with heat radiation, from an oven or other similar
appliance, to affect a physical change in structure to stock
golf balls 1304 such that the second set of attributes asso-
ciated with stock golf balls 1304 may be modified.

In other embodiments, a consumer may use additional or
different energy sources according to different sets of
instructions included with the kit of parts to modify one or
more stock golf balls to achieve modified golf balls that are
customized according to the consumer’s preferences.

In some embodiments, a customization system may be
provided that includes multiple sets of stock golf balls
containing configurable materials that are associated with
various initial attributes. With this arrangement, multiple
types of energy sources may be used in accordance with the
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post production modification process described herein to
affect different modifications upon the multiple sets of stock
golf balls to further customize a set of golf balls with a
desired set of attributes.

Referring now to FIG. 14, a customization system 1400
for producing modified golf balls with desired attributes is
illustrated. In this embodiment, customization system 1400
may include a group of multiple sets of stock golfballs 1402
containing configurable materials, each set of stock golf
balls being associated with an initial set of attributes. In this
embodiment, group of sets of stock golf balls 1402 includes
a first set 1410 including stock golf balls 1412 associated
with a first configuration and a second set 1420 including
stock golfballs 1422 associated with a second configuration.
Group of sets of stock golf balls 1402 may further include
a third set 1430 including stock golf balls 1432 associated
with a third configuration.

In some embodiments, the configuration of each set of
stock golf balls in group 1402 may refer to a particular
arrangement of configurable materials, as described in the
embodiments above. For example, different arrangements
may vary in type of configurable material used to manufac-
ture each set of stock golf balls, susceptibility to energy from
specific energy sources, the composition or placement of
configurable material in one or more layers, and/or combi-
nation of any of these factors. In other embodiments, the
configuration of each set of stock golf balls in group 1402
may refer to a particular set of attributes associated with the
golf balls, including physical properties and/or play charac-
teristics.

In this exemplary embodiment, first set 1410 including
stock golf balls 1412 is associated with a first set of initial
attributes and second set 1420 including stock golf balls
1422 is associated with a second set of initial attributes.
Third set 1430 including stock golf balls 1432 may be
associated with a third set of initial attributes.

In some embodiments, customization system 1400 may
include a group of multiple types of energy sources 1404,
each energy source may be associated with different energy
types and/or wavelengths of energy. In this embodiment,
group of multiple types of energy sources 1404 includes a
first energy source 1440 associated with a first energy 1442,
a second energy source 1450 associated with a second
energy 1452, and/or a third energy source 1460 associated
with a third energy 1462. In an exemplary embodiment, the
various types of energy sources and/or energies associated
with group 1404 may be configured to interact with one or
more configurable materials disposed within a layer or
multiple layers of the various stock golf balls associated
with group 1402.

In one embodiment, customization system 1400 may
further include a customization guide 1406. Customization
guide 1406 may be configured to assist a user with deter-
mining which set of stock golf balls from group 1402 may
be used with particular energy source or energy from group
1404 according to the post production modification process
described herein to attain a set of modified golf balls that
exhibit the attributes desired by the user. In some embodi-
ments, customization guide 1406 may be a table or chart. In
other embodiments, customization guide 1406 may be soft-
ware included on a physical medium, an algorithm or
program running on a computer, or a link to a website or
application.

In an exemplary embodiment, customization guide 1406
may include instructions 1470 for combining a particular set
of stock golf balls from group 1402 with a specific energy
source from group 1404 to affect a desired attribute, includ-
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ing a physical property and/or play characteristic. In addi-
tion, in some embodiments, instructions 1470 may further
include a time duration for exposure to the respective energy
from the particular energy source.

In this embodiment, instructions 1470 associated with
customization guide 1406 list several exemplary attributes
associated with the physical properties and/or play charac-
teristics of a golf ball that may be attained using customi-
zation system 1400. In one embodiment, attributes may be
varied in amount or degree by using a different set of stock
golf balls containing different arrangements of configurable
materials. For example, in this embodiment, a user may
obtain modified golf balls that exhibit a small increase in
coeflicient of restitution (COR) 1470 over stock golf balls by
exposing first set 1410 of stock golf balls 1412 to first energy
1442 from first energy source 1440 for a time duration of 2
minutes. Similarly, a user may obtain modified golf balls
that exhibit a medium increase in COR 1472 over stock golf
balls by exposing second set 1420 of stock golf balls 1422
to first energy 1442 from first energy source 1440 for a time
duration of 4 minutes. Additionally, a user may further
obtain modified golf balls that exhibit a large increase in
COR 1476 over stock golf balls by exposing third set 1430
of'stock golfballs 1432 to first energy 1442 from first energy
source 1440 for a time duration of 3 minutes.

In other embodiments, attributes may be varied in amount
or degree by using a different type of energy and/or energy
source. For example, in this embodiment, a user may obtain
modified golf balls that exhibit a small increase in spin 1478
over stock golf balls by exposing first set 1410 of stock golf
balls 1412 to second energy 1452 from second energy source
1450 for a time duration of 5 minutes. Similarly, a user may
obtain modified golf balls that exhibit a large increase in spin
1480 over stock golf'balls by exposing first set 1410 of stock
golf balls 1412 to third energy 1462 from third energy
source 1460 for a time duration of 10 minutes.

In still other embodiments, attributes may be varied by
changing the time duration of exposure. In addition, in
various embodiments attributes may be varied by using a
combination of different sets of stock golf balls, energy
sources, energy, and/or time duration. For example, in this
embodiment, a user may obtain modified golf balls that
exhibit an increase in hardness 1482 over stock golf balls by
exposing third set 1430 of stock golf balls 1432 to third
energy 1462 from third energy source 1460 for a time
duration of 4 minutes. In addition, a user may obtain
modified golf balls that exhibit a decrease in hardness 1484
over stock golf balls by exposing third set 1430 of stock golf
balls 1432 to second energy 1452 from second energy source
1450 for a time duration of 10 minutes.

In some embodiments, customized instructions for modi-
fying a stock golf ball to exhibit a desired set of attributes
may be obtained using information from a consumer con-
cerning the desired physical properties and/or play charac-
teristics. Referring now to FIG. 15, a customized instruction
system 1500 is illustrated to allow a consumer to provide
information regarding specific desired physical properties
and/or play characteristics for a modified golf ball.

In an exemplary embodiment, customized instruction
system 1500 may include an input mechanism 1502 for
receiving information from a consumer regarding the
desired attributes of a modified golf ball. In this embodi-
ment, input mechanism 1502 is a computer. In other embodi-
ments, input mechanism 1502 may be any mechanism that
is configured to gather information associated with a con-
sumer’s desired attributes for a modified golf ball. In one
embodiment, information about a consumer’s desired attri-
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butes may be gathered by input mechanism 1502 based on
consumer preferences 1506. In another embodiment, infor-
mation about a consumer’s desired attributes may be gath-
ered by input mechanism 1502 based on information
obtained from ball hitting data 1508.

In some embodiments, ball hitting data 1508 may be
obtained from measuring parameters associated with hitting
a golfball using a golf ball fitting system, including the golf
ball fitting system disclosed in copending and commonly
owned U.S. Pat. No. 8,758,169, currently U.S. patent appli-
cation Ser. No. 12/498,364, entitled “Method and System for
Golf Ball Fitting Analysis,”, and filed on Jul. 7, 2009, which
is incorporated herein by reference.

Once information related to the consumer’s desired attri-
butes is gathered by input mechanism 1502, a customized
instruction application or program 1504 may be used to
determine the instructions for modifying a stock golf ball
containing configurable material using the post production
modification process described here. In an exemplary
embodiment, customized instruction application 1504 may
be associated with one or more computers or processors,
including input mechanism 1502, located at a consumer’s
home, at a retail location, a factory, or a remote location.
Once customized instruction application 1504 receives the
information related to the consumer’s desired attributes,
application 1504 determines the corresponding ball charac-
teristics 1510 that relate to the desired attributes and pro-
vides instructions 1512. Instructions 1512 may include one
or more instructions that are substantially similar to cus-
tomization guide 1406, described above.

In an exemplary embodiment, after customized instruc-
tion application 1504 has provided instructions 1512, stock
golf balls may be exposed to one or more energy sources
1514 as indicated in instructions 1512. In various embodi-
ments, exposure to one or more energy sources 1514 may be
performed at different locations. In some cases, exposure
1514 may be performed by a consumer in his or her home
using a consumer’s energy source. In other cases, exposure
1514 may be performed at a factory or a retail location using
an industrial or professional energy source.

After exposure 1514 of stock golf balls containing con-
figurable materials according to instructions 1512, modified
golf balls 1516 associated with the consumer’s desired
attributes may be provided to the consumer. In this embodi-
ment, modified golf balls 1516 have been changed so as to
exhibit the consumer’s desired attributes gathered by input
mechanism 1502.

In some embodiments, the principles described herein for
post production modification of golf balls with configurable
materials may be used for a post production modification
distribution system. By using a post production modification
process, stock golf balls may be changed to exhibit a wide
range of attributes when modified using different post pro-
duction modification techniques. With this arrangement, a
large number of different modified golf balls associated with
different physical properties and/or play characteristics may
be provided to consumers using a small number of distinct
stock keeping units (SKUs).

Referring now to FIG. 16, a distribution system 1600 for
producing multiple modified golf ball sets having different
sets of attributes from a common stock golf ball set is
illustrated. In this embodiment, a factory 1602 may be
configured to manufacture multiple units of a stock golf ball
set 1604 including configurable materials. In this embodi-
ment, stock golf ball set 1604 is associated with an initial set
of attributes, including physical properties and play charac-
teristics. Stock golf ball set 1604 is configured to be in a



US 9,457,240 B2

21

finished state and capable of being used by a consumer to
play golf; if desired. In some cases, stock golf ball set 1604
may undergo some amount of minimal finishing related to
appearance, rather than physical structure, at an intermedi-
ary facility 1606 prior to being provided to a consumer 1608.
In other cases, stock golf ball set 1604 may be provided
directly to consumer 1608 as manufactured at factory 1602.

In some embodiments, intermediary 1606 may receive
multiple units of stock golf ball set 1604 for post production
modification. In an exemplary embodiment, intermediary
1606 may use a post production modification process on one
or more groups of units of stock golf ball set 1604 to produce
different groups of units of modified golf ball sets having
various attributes that are different from the initial set of
attributes associated with stock golf ball set 1604. In one
embodiment, units of stock golf ball set 1604 may be
modified using one or more post production modification
processes described herein. In this embodiment, intermedi-
ary 1606 may modify units of stock golf ball set 1604 using
different types of energy sources to impart different attri-
butes to the units of modified golf ball sets.

Referring again to FIG. 16, in this embodiment, interme-
diary 1606 processes units of stock golf ball set 1604 using
a first energy source 1610 associated with a first energy
1612, a second energy source 1620 associated with a second
energy 1622, and/or a third energy source 1630 associated
with a third energy 1632. As described above, stock golf
balls containing configurable materials undergo various
physical changes in structure when exposed to the respective
energy from each of first energy source 1610, second energy
source 1620, and/or third energy source 1630. The physical
changes in structure affect a change in the associated attri-
butes of the modified golf ball.

In an exemplary embodiment, stock golf ball set 1604
may be exposed with first energy 1612 from first energy
source 1610 by intermediary 1606 to produce a first modi-
fied golf ball set 1614. In this embodiment, first modified
golf ball set 1614 is associated with a first set of modified
attributes that are different than the initial set of attributes
associated with stock golf ball set 1604. First modified golf
ball set 1614 may be made available to consumer 1608,
directly or through a retailer.

Similarly, stock golf ball set 1604 may be exposed with
second energy 1622 from second energy source 1620 by
intermediary 1606 to produce a second modified golf ball set
1624. In this embodiment, second modified golf ball set
1624 is associated with a second set of modified attributes
that are different than the initial set of attributes associated
with stock golf ball set 1604. Second modified golf ball set
1624 may be made available to consumer 1608, directly or
through a retailer. In addition, stock golf ball set 1604 also
may be exposed with third energy 1632 from third energy
source 1630 by intermediary 1606 to produce a third modi-
fied golf ball set 1634. In this embodiment, third modified
golf ball set 1634 is associated with a third set of modified
attributes that are different than the initial set of attributes
associated with stock golf ball set 1604. Third modified golf
ball set 1634 may be made available to consumer 1608,
directly or through a retailer.

In some embodiments, each of first modified attributes
associated with first modified golf ball set 1614, second set
of modified attributes associated with second modified golf
ball set 1624, and/or third set of modified attributes associ-
ated with third modified golf ball set 1634 may be different
from both initial set of attributes associated with stock golf
ball set 1604 and each other. In other embodiments, some of
the attributes may be similar, while other attributes may be

10

15

20

25

30

35

40

45

50

55

60

22

different. In an exemplary embodiment, each of stock golf
ball set 1604, first modified golf ball set 1614, second
modified golf ball set 1624, and/or third modified golf ball
set 1634 may be associated with differences related to
physical properties and/or play characteristics to some
degree. In addition, each golf ball set may be assigned a
separate, distinct stock keeping unit (SKU) for distribution
to retailers and/or consumers.

In additional embodiments, intermediary 1606 may per-
form any of the post production modification process to
modify golf balls containing configurable materials as
described in any of the embodiments herein, including using
different types, wavelengths, intensities, or duration of
energy from one or more energy sources, and using multiple
stock sets of golf balls with different configurations, as
described above. In addition, one or more coatings may be
applied and/or exposed to energy sources as described
above, by intermediary 1606 as part of the process of
finishing the golf ball sets for distribution to retailers and/or
consumers.

While various embodiments of the invention have been
described, the description is intended to be exemplary, rather
than limiting and it will be apparent to those of ordinary skill
in the art that many more embodiments and implementations
are possible that are within the scope of the invention.
Accordingly, the invention is not to be restricted except in
light of the attached claims and their equivalents. Also,
various modifications and changes may be made within the
scope of the attached claims.

What is claimed is:

1. A golf ball comprising:

a core,

a mantle layer surrounding the core;

a cover layer surrounding the mantle layer;

wherein at least one of the core and the mantle layer

comprises a member selected from the group consisting
of nitrogen blowing agents subject to activation with
heat; magnetic materials entrained within heat labile
materials that undergo polymerization upon heating;
and combinations thereof, wherein each of the core and
the mantle layer independently comprises a member
selected from the group consisting of agents subject to
activation with heat; magnetic materials entrained
within heat labile materials that undergo polymeriza-
tion upon heating; and combinations thereof.

2. A golf ball comprising:

a core,

a mantle layer surrounding the core;

a cover layer surrounding the mantle layer;

wherein at least one of the core and the mantle layer

comprises a member selected from the group consisting
of nitrogen blowing agents subject to activation with
heat; magnetic materials entrained within heat labile
materials that undergo polymerization upon heating;
and combinations thereof, wherein the member com-
prises a magnetic material entrained within a heat labile
material that undergoes polymerization upon heating.

3. A golf ball comprising:

a core,

a mantle layer surrounding the core;

a cover layer surrounding the mantle layer;

wherein at least one of the core and the mantle layer

comprises a member selected from the group consisting
of nitrogen blowing agents subject to activation with
heat; magnetic materials entrained within heat labile
materials that undergo polymerization upon heating;
and combinations thereof, wherein the member is a first
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member and at least one of the core and the mantle
layer includes a second member selected from the
group consisting of nitrogen blowing agents subject to
activation with heat; magnetic materials entrained
within heat labile materials that undergo polymeriza- 5
tion upon heating; and combinations thereof, and fur-
ther wherein either:
(a) the second member is different than the first member
or
(b) the second member is disposed within a different one 10
of the core and the mantle layer than the first member.
4. The golf ball of claim 3, wherein the second member
is different than the first member.
5. The golf ball of claim 3, wherein the second member
is disposed within a different one of the core and the mantle 15
layer than the first member.
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